Olsson Associates
Consulting Engineers
1111 Lincoln Mall
Lincoln, Nebraska

18 June 2004

ADDENDUMNO. 2

Salt Valley Trunk Sewer-Phase IV
Lincoln, Nebraska - 2004
Specification No. 04-017

OA Project No. 2003-0356

TO ALL WHO HAVE RECEIVED PLANS AND SPECIFICATIONS FOR THE REFERENCED
PROJECT.

SCOPE

This Addendum No. 2 consists of one (1) page. This Addendum covers the following additions,
modifications, and clarifications to the Drawings and Specifications for this project.

SPECIFICATIONS
L. Refer to SECTION 02618 - REINFORCED CONCRETE PIPE.

A. Refer to page 02618-4, Article 2.3 A.

Delete the last sentence of this paragraph in its entirety.
2. Refer to SECTION 02456 - STEEL PIPE PILES.

A. Refer to page 02456-2, Article 1.1 C.
Delete paragraph 3) in its entirety.

B. Refer to page 02456-3, PART 2, Article 2.1.
Delete paragraph A. in its entirety and replace with the following:
“Steel Pipe Piles: Casing shall be normalized seamless new or used pipe with a minimum
wall thickness of 0.25 IN and a minimum outside diameter of 12.75 IN. Minimum yield
strength shall be 50 KSL.”

Note: See Addendum No. 1 for details on due date for bids, 12:00 noon on Wednesday, June 23rd.

Each Bidder must acknowledge receipt of all addenda in the space provided on the Proposal
form.
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